B.F. of Wall Stem —=—{

PIPE UNDERDRAIN DETAIL

Geocomposite Wall Drain

*Included in the cost of "Pipe
Underdrains for Structures”

*Geotechnical Fabric
for French Drains

*Drainage Aggregate

70"

*4" ¢ Perforated

Pipe Drain

Sta. 267+78.00 —=

Exist. 4-0"9* Manhole to remain.
Install sheet piling on both sides
of exist. Manhole

(See Note "B", this Sheet)
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(behind Temporary Sheet Piling)

Prop. Footing

L—Maximum Excavation Line

Prop. Shear Key

(behind Temporary Sheet Piling)

DETAIL "A"

Level

SECTION A-A

Maximum bearing pressure
under footing = L5 ksf

LEGEND:
F.F. = Front Face
B.F. = Back Face
C.L.P. = cast-In-Place

6" Hollow bulb dumbbell type nonmetallic Water Seal

(6" from top of wall to boftom). Cost included in
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END OF PANEL DETAILS

**Pipe Underdrain
(see Pipe Underdrain
Detail, this Sheet)

NOTE "A"

Varies from 56’-5%" to 59’-0" Varies from 6’-0" Measured
to 7-6" perpendicular
, ) 20" to wall
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Top of Sheet Piling,
Elev. 709.00 (level) [~ Sta. 269+02.00 20" o3 |ror] 3 I
6" { { Exist. 8" Storm Sewer
69 to remain. (see Note"A",
this Sheet)

Temporary Sheet Piling
(see Note "A" & Temporary
Sheet Piling Elevation,

this Sheet)

The Confractor must use extreme cautions as not
to damage or disturb the exist. 89 storm sewer.
The Contractor must locate the exist. 8"9 storm

sewer prior to driving the temporary sheet piling.

NOTE 'B"

The Contractor must use extreme caution as not to
damage or disturb the exist. manhole. If necessary,
the proposed footing must be notched to avoid the
exist. manhole and cur reinforcement to fit within

the nofched area.
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